Pro-Living® Substrate Proteus
BIODIVERSE

PRODUCT DETAILS

Product name Pro-Living® Substrate - Biodiverse

Product type Green roof component

PRODUCT DESCRIPTION

Pro-Living® Substrate - Biodiverse is a clean drainage and growth media designed for use in living roof
applications. It is supplied in 1.25m3 bulk bags certified for safe lifting, on recycled 4-way pallets. A safety
certificate for the bulk bags can be issued fo client, contractor, or site.

APPLICATION

Pro-Living® Substrate - Biodiverse is designed for semi-intensive green roofs, it is installed at varied depths
across the roof during installation to support a range of plant types and sizes to increase biodiversity and
attract wildlife.

INSTALLATION

Pro-Living® Substrate - Biodiverse can be laid to depths varying from 120 - 180mm.
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LIMITATIONS OF USE

For professional use only.

GUARANTEES

Disposal of Pro-Living® Substrate - Biodiverse should be done in a manner that is compliant with UK
regulations and best practices. This includes ensuring that the material is properly classified and described,
that it is not mixed with hazardous waste, and that it is disposed of in a manner that is environmentally
responsible.
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Pro-Living® Substrate Proteus

BIODIVERSE

MAINTENANCE

For information on maintaining our roofing systems please refer to our Maintenance Guide.

GUIDELINES AND STANDARDS

It is the responsibility of the Contractor to thoroughly familiarise themselves with all relevant Codes of
Practice and Building Regulations to the works or referred in the specification.

Proteus Waterproofing take no responsibility for misinterpretation or lack of knowledge for third parties.

The works shall be carried out in accordance with the requirements of:

e BS 6229 Flat roofs with continuously supported flexible waterproof coverings - Code of practice

e BS 8217 Reinforced bitumen membranes for roofing - Code of practice

e BS 8000-0 Workmanship on construction sites - Infroduction and general principles

e BS 8000-4 Workmanship on building sites - Code of practice for waterproofing

e LRWA Design Guide for Specifiers

o S2T Safe to Torch

e GRO Code of Best Practice

Proteus Waterproofing Limited Telephone 01268 777 871 L] You

21a Sirdar Road E-mail office@proteuswaterproofing.co.uk I n d
Brook Road Industrial Estate Rayleigh Website www.proteuswaterproofing.co.uk

Essex SS6 7XF

f IAS

Registered Office: Charter House, 105 Leigh Road, Leigh-On-Sea, Essex, SS9 1JL | Registered company number: 08458402 Page 3 | 3


mailto:office@proteuswaterproofing.co.uk
http://www.proteuswaterproofing.co.uk/
https://www.instagram.com/proteuswaterproofingofficial/
https://www.linkedin.com/company/proteuswaterproofing/mycompany/
https://www.facebook.com/ProteusWaterproofing
https://www.youtube.com/@proteuswaterproofingoffici3703
https://www.tiktok.com/@proteuswaterproofing?is_from_webapp=1&sender_device=pc
https://maps.app.goo.gl/A8U9huLBEH1DF1vc7
https://asset.source.thenbs.com/api/pdf/1b5d29b7-73d7-4f60-adfe-7c9250b83f29
https://www.lrwa.org.uk/downloads/
https://www.nfrc.co.uk/media-centre/campaigns/safe2torch
https://www.greenrooforganisation.org/downloads/

	Product Details
	Product Description
	Application
	Installation
	Technical Information
	Size, Finish and Colour
	Handling
	Packaging
	Limitations of Use
	Guarantees
	Disposal
	Maintenance
	Guidelines and Standards

